
 
 
 

 
 
 
 
 
 
FEATURES: 

 
ENCLOSURE 

♦ NEMA 3R Galvanized Steel (24”x20”x8”)  
♦ Steel Draw Latches Spring Loaded 
♦ Pad-lockable 
♦ Lift Off Cover 

 
DEADFRONT 

♦ Clear Plexiglass 
♦ Non-Conductive 
♦ Visual Inspection 
♦ Continuous Aluminum Hinge 

 
ALARM LIGHT 

♦ Shatter Resistant Red Lens 
♦ NEMA 4x Rating 
♦ Standard 40 Watt Appliance Bulb 
♦ Easy Bulb Replacement Design 

 
MAIN DISCONNECT 

♦ 80A Rated 
♦ Lockable Handle 

 
CONTROL CIRCUIT FUSES 

♦ 3A Control Circuit Fuse 
♦ 3A Alarm Circuit Fuse 
♦ Type Bussman 

 
PUMP CIRCUIT BREAKER 

♦ Thermal & Magnetic Trip 
♦ Sized to 150% of Full Load Motor Amps 
♦ Type Square D 

 
MOTOR STARTERS 

♦ IEC Rated 
♦ FLC Adjustment Dial 
♦ Visual Trip Indicator 
♦ Lockable Settings Cover 
♦ Class 10 Tripping Overload 
♦ Single Phase Sensitivity 

 
MOTOR STARTING 

♦ Start Capacitors 
♦ Run Capacitors 
♦ Start Relays 

 
MODEL 250SF CONTROLLER 

♦ Test-Off-Auto Alarm Switch 
♦ Seal Failure Test Switch 
♦ Hand-Off-Auto Pump Switches 
♦ Green Pump Indicator Pilot Lights 
♦ Amber Seal Failure Pilot Lights 
♦ Lead Pump Selector Switch 
♦ Alternation 
♦ Red Level Switch Indicator Pilot Lights 
♦ Level Switches Change Operation on Failures 

 

“SPF” MOTOR CONTROL PANEL 
DUPLEX 

230V, 1 PHASE 


